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FULL TECHNICAL SPECS

By

1495A Paired - Power Limited Tray Cable 300 Volts
Total # Cond. # Pairs

25 12
e e N—
AWG Stranding Type Insulation Insulation Shield
Thickness (in.)
16 (7x24) BC - Bare PVC - Polyvinyl .01600 Individual/Overall

Copper Chloride Aluminum Foil-

Polyester Tape
| | R N ) Aok e LA

Jacket Jacket Thickness [ Nom. Core OD (in.) Nom. OD (in.) Nom. Cond. DCR
(in.) (Ohms/M")

PVC - Polyvinyl .0630 .0900 .8160 3.670

Chloride

For technical data, click the button below For available colors, click the button below

Tech Data
or call 1-888-Belden8 or call 1-888-Belden8
Description

Paired, 12 pairs (16 AWG, stranded (7x24) BC - Bare Copper conductors, PVC - Polyvinyl Chloride insulation)
plus 1 communication wire (22 AWG stranded (7x30) BC - Bare Copper conductors, PVC - Polyvinyl Chloride
insulation), Individual Aluminum Foil-Polyester Tape (Beldfoil) shield with 18 AWG stranded (7x26) tinned
copper drain wire plus Overall Aluminum Foil-Polyester Tape (Beldfoil) shield with 16 AWG stranded (7x24)
tinned copper drain wire , sunlight resistant PVC - Polyvinyl Chloride jacket with nylon ripcord. Applicable
Specifications: UL PLTC, ITC, CMG, C(UL) CMG, FT4, IEEE 1202. Flame Resistance: UL 1581 Vertical Tray
Flame Test. BELDFOIL is a Belden registered trademark.

Disclaimer: Great effort is made to ensure the accuracy of the information presented, but errors or
omissions may occur. This listing of information is presented as a courtesy and does not ensure that a
product with these specifications is available. Specification and availability should be confirmed with a call
to our sales representative or to Customer Service. Have a question? Call us at 1-800-BELDEN-1 or send

us a comment
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Customer Number IOOOOOl

To display Technical Data, enter a Product Code and press Go.

Product Code  [1495A (Go)

02-22-00 REV. 6
1495A

l. DESCRI PTI ON
POAER LI M TED TRAY CABLE-

Example: 9269

Product Search J

12 PAIRS + COVMUNI CATI ON W RE

PAIRS ARE 16 AWG (7X24) BARE COPPER, PVC | NSULATI ON,

| NDI VI DUALLY BELDFO L SHI ELDED W 18 AWG ( 7X26)

TI NNED COPPER DRAIN W RE, COVMMUNI CATION WRE IS 22 AWG
(7X30) BARE COPPER, PVC | NSULATION, OVERALL BELDFO L
SHI ELD W 16 AWG (7X24) TINNED COPPER DRAI N W RE,
BLACK PVC JACKET W TH A NYLON RI PCORD.

1. ELECTRI CAL CHARACTERI STI CS
MAX. OPERATI NG VOLTAGE:
NOM CONDUCTOR DC RESI STANCE
@20 DEG C (16/22 AWG):
NOM SHI ELD DC RESI STANCE
@20 DEG C
(1 NDI VI DUAL) :
( OVERALL) :

NOM MUTUAL CAPACI TANCE @ 1 KHz:

NOM GROUNDED CAPACTI NCE:

I'11. PHYSI CAL CHARACTERI STI CS
TEMPERATURE RATI NG
I NSULATI ON MATERI AL:
JACKET MATERI AL:
TYPE SHI ELDS:
TW STED PAI R LAY LENGTH:
OVERALL LAY LENGTH:

300 V RMS

3.67/14.7 OHVS/ 1000

5.07 OHVS/ 1000 FT.
2.89 OHVS/ 1000 FT.

60 PF/ FT ( CALCULATED)
110 PF/FT (CALC)

-30 TO +105 DEG C
. 015" PVC

. 066" PVC SUN RES
.0015" POLY/ AL FO L
2.5" (4.8 TWSTS/FT.)
12.0" (1 TWST/FT.)

http.../Engine?0OPTIONS=ZZBLDNTDO01.CFG& P1=-CATAL OG& P2=000001& P3=U& P4=& P5=& P6=1495
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MAX. PULLI NG TENSI ON: 1170 LBS

NOM \AEI GHT/ 1000 FT.: 447 LBS. APPROX.

M N. BEND RADI US: 8.3" (10X DI A)

CABLE DI AVETER: . 822" AVG

APPLI CABLE SPECI FI CATI ONS: UL PLTC, ITC OR CMG
OR C(UL) CMG, FT4,
| EEE 1202

COLOR CODE: PAI RS BLACK & WHI TE

AND NUVBERED, ORANGE
COVMUNI CATI ON W RE

FLAME RESI STANCE: UL 1581 VERTI CAL TRAY
FLAME TEST
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